


MONO MODULE (DOUBLE GLASS) 270W/275W/280W

#FELECTRICAL PERFORMANCE

Electrical Parameters Standard Test Conditions

ModuleType UL-270M-60 DG UL-275M-60 DG UL-280M-60DG
Power Output Pmax W 270 275 280
PowerToIerance ............. " Pmax o % .................. 0/+5W .................
Module Eff|c|ency ............. nm ..... % ...... 16 42 ......... 16 72 ......... 17 02 .....
Voltage RESMISARRRRRRRRRERE FASREES V ...... 310 e 312 .......... ; 13 .....
Currentathax ............... ﬁn ...... A ...... 871832895 .....
OpenC|rcu|tVo|tage .......... Voc ..... v ...... 382 e 334 e 385 .....
ShortCircuitCurrent s A 9f5 825 93
STC: 1000w/m?irradiance, 25°C module temperature, AM1.5 spectrum.

#8 THERMAL CHARACTERISTICS

Nom|na|0perat|ng .C-e.ll.'l.'e.n.u.u-al.'a.t;,l.r(.e ........ NOCT ......... o e,
Temperature Coeff|c|entomeax ............ R %/°C ............ s
Temperature Coeffioientetvee Bvoc ......... %/C ............ vy
Temperature ot e SRR e +0049 ......
#7 OPERATING CONDITIONS

MaxSystemVoItage ......................................... 1500\/ ...............
Maxse”es FuseRatmg ....................................... 15A ................
OperatmgTemperatureRange e —40°C~85°C ............
Max s tat|c snow I.o.a.d ......................................... el
Maxstat|c wmdload ......................................... 2.4.0.o.|:>.a ...............
App||cat|onCIass ............................................. A .................

PalletSize(LIWH) 1730/1120/2350mm
PalletWeight 1660kg ...
PiecesperPallet | G6pes ...
Pieces per Container 858pcs

#F INTERNATIONAL CERTIFICATES

- TUvV sUD,TUV NORD,UL,CE,JET,CEC
MCS,CQC,IMERTRO,NRE KS

+1S09001:2008
+ 1S014001:2004
+ BS OHSAS 18001:2007

ulica solare
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Please read the instruction manual in this entirety before handing,
installing,and operating Ulica Solar modules.

Due to continuous Innocation, research and improvement,
the specification is subject to change without prior notice.
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